LINEAR RESEARCH ASSOCIATES
-You may choose to resample (change the resolution) at this time.
Remember that resampling up to a higher resolution means that pixels will be invented by Photoshop! Resampling to a lower resolution means losing pixels, but at least data is not invented. In either case, furtherimage adjustments, such as gamma levels and sharpening with unsharp mask, may be needed.
4. Go to the image you want on the top left of the plate. Select -»All then click on the Move Tool (3.0,4.0) and drag and drop the image to the new file. In 3.0 it will now be a floating selection and can be moved with the Move cursor and/or the keyboard arrows while it is still selected. In 4,0 it will have become a new Layer and can be moved with the Move cursor and/or keyboard arrows as long as that layer is selected in the Window -* Show Layers palette. Place the image in the upper ieft comer of the blank white sheet, 5. Select -»All the image that will be placed to the immediate right of the first image. Move it to the new plate as you did the first one, aligning it so that it just touches the ieft image, and is the same height.
6. Select -»• All in turn each of the other images to be used in the plate, and align them so that they are just touching their neighbors. Keyboard arrow keys provide the most precise movements, Working with a higher screen magnification (Window-*Zoom In) is helpful, 7. To make the vertical gutters (white lines separating the images), first double-click on the Rectangular Selection Tool to see the Options palette (3.0), or click once in (4.0).
-In Style choose Fixed Size.
-In Width enter the number of pixels you would like, e.g., 16 pixels at 600 dpi.
-In Height enter a number of pixels that will span the height of your column of images (ag,, at 600 dpi 8 inches = 2400 pixels).
-Position the selection cursor, shaped as a crosshair, at the top edge of the images, aligned with the "seam" where you'd like the gutter to be, and click the mouse, An area wiil be selected with marching ants. If you have made a mistake, select Select -* None.
-If the gutter is positioned correctly, go to Edit -»Fill..., and then use Foreground (which you have made white), 100% opacity and Mode: Normal. This should create a white line.
9, To make horizontal gutters, follow the above instructions, except change the Rectangular Selection Tool Fixed Size Width and Height to appropriate numbers, and position the cursor on the left edge of the plate before clicking.
9, Your plate is probably not now positioned correctly on your canvas. One way to position is to use the Crop Tool to keep only the image portion and crop away the rest of the empty canvas, This results in a smaller file size, and when printed it will be centered on the paper, If you desire some other layout, crop the plate, then select Image -» Canvas Size and make a new canvas which is the size of your final page, and place the cropped image where you want it.
-In 3.0, if further corrections need to be made to the plate, you may operate on the plate as a whole or seiect a portion with the Rectangular Selection Tool and operate on individual sections.
-In 4.0 each part of the plate is still a separate layer, and each may be operated on individually by selecting that layer. To operate on the plate as a whole, the layers all need to be merged, or the image needs to be flattened. For these options, go to the Layers palette, click on the rightpointing triangle near the top, and select Merge (to merge two layers at a time) or Flatten, which merges all the visible layers and discards the rest, Method II; This method utilizes the Grids and Guides found in Photoshop 4.0, and allows retention of all the edge pixels,
1.
Go to File -> New and fill in the dialog box:
-Name the new plate.
-Enter the page Width in appropriate units (see File -> Preferences ->
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Units).
-Enter the page Height.
-Enter Resolution in pixels/inch.
-Select Mode {e.g., grayscale),
-Set the Contents (background) to white.
-Click OK. -You may choose to resample (change the resolution} at this time.
2, Now
Remem ber that resampling up to a higher resolution means that pixels will be invented by Photoshop! Resampling to a lower resolution means losing pixels, but at least data is not invented. In either case, further image adjustments, such as gamma and sharpening, may be needed.
4, Set up your Grids and Guides:
-Go to Window -» Show Grid and set up the number of lines and divisions.
-Go to File -*• Preferences -> Guides and Grids and select a line type and color for guides -Use Rectangular Selection Tool to select and define an area you want to be a gutter, then Edit -> Fill with white. This is useful to border inserts.
Method IV:
The eyeball method, This method tends to give less precise results unless you really work on it, but allows for more freedom of placement of images.
- 
